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Automatic Small Arms Alignment Fixture

The Automatic Small Arms
Alignment Fixture (ASAAF)
automatically aligns Small
Arms Transmitter (SAT) laser
beams to the sights of small
arm weapons and machine
guns. Optical sights and night
vision devices are accommo-
dated in the alignment pro-
cess. No blank ammunition is
required during the alignment
process and because it is small
and portable, alignment can
be performed at any location,
including inside a room. The
ASAAF consists of an Align-
ment Head and a Display
Unit.

Features:

■ Aligns Laser to Weapon Sights in 3 Minutes Average (5 Minutes Maximum)

■ Measures and Reports Status of SAT, Laser Encoding, IR Link and Flash Bang Detector

■ “Go-No-Go” Display of SAT Laser Output Power

■ BIT Performed on Power Up or On Demand in less than 5 Seconds

■ No Blanks Need Be Fired

■ Alignment Performed Using a User-Friendly Alignment Process

Specifications:

Weight: 1.5 Kg (3.3 lb.)

Dimensions: Display Unit  15.3 x 10.2 x 15.3 cm (6 x 4 x 6 inch)

Alignment Head-  10.2 x 6.4 x 12.7 cm (4 x 2.5 x 5 inch)

Battery: 6V Lantern Battery (BA-220/U) >100 hours

Tested and Qualified to
MIL-STD 810E environment:

Temperature: -18°C to 49°C Operational (plus 1120 W/m2 solar heating)

-33°C to 70° Storage

Humidity: Operational: 5 to 95 % RH.

Salt Fog: 167 hours steel

EMI: RE102-10 kHz to 2 MHz- 20 V/meter and 2 MHz to 18 GHz  50 V/meter

Transit/Storage Case: Rugged, high-impact polyethylene, stackable, ATA Specification 300
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